
GREASE CARTRIDGE
400G LUBESHUTTLE

ISO 9001:2015

https://www.mbp-plastics.com/

Lube-Shuttle system

Clean, 
Environment friendly, 
Easy Handling





WE ARE PROUD TO OFFER
QUALITY FOR OVER 60 YEARS

 
 
 

Cartouche Lube-Shuttle Corps Bouchon Piston

PP PE PE

32 g environ 2,5 g environ 3,9 g environ

112 cartouches 4704 bouchons 1176 pistons

800 x 395 x 267 mm 575 x 375 x 392 mm 575 x 375 x 392 mm

800 x 1200 x 2000 mm 1000 x 1200 x 2000 mm 1000 x 1200 x 2000 mm

115 kg environ
  (cartouches et pistons ou bouchons)

310 kg environ 135 kg environ

21 cartons
soit 2352 cartouches

25 cartons
soit 117600 bouchons

25 cartons
soit 29400 pistons

GREASE CARTRIDGE
400G LUBESHUTTLE

Depending on your filling process, the cap or the grease pusher
are supplied in separate cartons 

PACKAGING SPECIFICATIONS

> Grease pusher side : cartridge with screwed cap screwed /  pusher separated
> Cap side : cartridge with grease pusher inside / cap separated

15°C
30°C

20°C
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WIDTH 168 mm Cartridge base - 10 mm

PANTONE 2 PANTONE 1 PANTONE 3 PANTONE 4

M.B.P. - Tél. 03 80 32 01 04 - Fax 03 80 32 01 01
COSTUMER : INK AREA : %

ARTICLE : 

CODE M.B.P. : 

BON A TIRER
Signature

COLOR CARTRIDGE : 

28
/0

8/
20

23

Avant signature, veuillez svp contrôler soigneusement tous les éléments de ce bat (textes, couleurs, etc..).  
NMBP ne sera en aucun cas tenu responsable du contenu de ce décor.
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Manufacturer of plastic
caps & packaging

Location in the heart
of Europe
In-line injection
and printing process
In-house graphics studio
Bespoke supply chain
Technical support
on filling lines

Certification ISO 9001 : 2015
REACH compliance

Service commercial
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